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Measurement of Sound Absorption (coefficient a)
The sound absorption coefficient is the percentage of incident sound energy that,
rather than being reflected, is converted to other forms of energy such as heat.

Material: TE-B028 Measure condition:
Applicant: (none) Measurements require careful control of temperature and humidity in an
impedance tube in accordance with ISO 10534-2.
Date: 11-10-2007
Measured by: PAN Distance mic. 1: 450 mm
Distance mic. 2: 375 mm
Hz / a 10 mm 20 mm 30 mm 40 mm 50 mm
125 0,01 0,03 0,04 0,07 0,09
160 0,03 0,05 0,07 0,12 0,16
200 0,04 0,06 0,10 0,18 0,25
250 0,04 0,08 0,12 0,24 0,33
315 0,05 0,10 0,18 0,24 0,42
400 0,06 0,13 0,24 0,34 0,47
500 0,08 0,17 0,33 0,51 0,58
630 0,10 0,24 0,47 0,70 0,80
800 0,13 0,35 0,65 0,89 0,98
1.000 0,17 0,48 0,85 0,99 0,93
1.250 0,23 0,66 0,96 0,96 0,85
1.600 0,36 0,90 0,99 0,87 0,76
1.715 0,35 0,92 0,96 0,78 0,68
—O—10 mm —{1—20 mm —24—30 mm —>—40 mm —¥—50 mm
1,00 .
0,90 +
0,80
0,70
o
= 060 -
2
© 0,50 H~
£
8 0,40 -
(3]
0,20
0,10 - W

0 200

B6 Gruppen

400 600 800 1.000 1.200 1.400 1.600
Hz
) © S ©
OAkustik @ Mobel O Pleje QgF!engfaring = Innovation




