
Measurement of Sound Absorption (coefficient α)
The sound absorption coefficient is the percentage of incident sound energy that, 

rather than being reflected, is converted to other forms of energy such as heat.

Material: VX-C035 Measure condition:

Applicant: (none)

Date: 25-08-2009

Measured by:   PAN Distance mic. 1: 450 mm 

Distance mic. 2: 375 mm

Hz  /  α 30mm 40mm 50mm

125 0,132                    0,189                        0,218                        -                            

160 0,136                    0,217                        0,255                        -                            

200 0,155                    0,252                        0,298                        -                            

250 0,159                    0,267                        0,327                        -                            

315 0,206                    0,356                        0,444                        -                            

400 0,256                    0,493                        0,621                        -                            

500 0,446                    0,598                        0,759                        -                            

630 0,591                    0,720                        0,795                        -                            

800 0,777                    0,900                        0,954                        -                            

1.000 0,902                    0,903                        0,972                        -                            

1.250 0,972                    0,892                        0,814                        -                            

1.600 0,901                    0,711                        0,651                        -                            

1.715 0,875                    0,676                        0,649                        -                            

B6 Akustik A/S

- a world of opportunities

Measurements require careful control of temperature and humidity in an 

impedance tube in accordance with ISO 10534-2.
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